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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description描述: Carpet Installation 地毯安装.

2. Method方式: Carpet to be direct glued to floor. Install over clean, smooth hard surface, free of 
cracks and foreign substances.
地毯将直接粘在地板上。安装在清洁，平滑硬表面，无裂痕及其他暇庇。

3. Carpet Installer to verify quantities required. See SF-282 for carpet pad specification. See SF-
283, SF-284, SF-285, SF-286 & SF-287 for carpet.
地毯安装者将确认数量需求。地毯地垫说明请看SF-282。地毯的说明请看SF-283, SF-
284, SF-285, SF-286 & SF-287。

4. Installer to provide all materials and equipment for complete installation.
安装者将提供所有完整的安装材料及仪器。

5. Supplied items and installation methods must be of contract quality and suitable for 
commercial installation. All materials and methods for installation must be accepted by carpet 
manufacturer, and performed in accordance with carpet manufacturers' recommendations and 
instructions.
所提供的材料及安装方法必须达到和约水准及适合用于商业安装。所有安装材料及方式
必须是由地毯制造商所接受/批准，并根据地毯制造商的指示与提议所安装。

6. All cut edges of carpet (from selvage) are to be latexed (buttered).
地毯的所有裁减边缘(从织边)都将用乳汁(涂黄油)粘上 。
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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description: Carpet pad for stretched (conventional) installation.
描述：地毯衬垫。

2. Materials: 100% synthetic fibers./ Non Woven synthetic backing. 
材料：100% 合成物质纤维。/非纺织人造合成物。

3. Weight: 40 ounce/1120 grams, thickness: 7/16"/17mm.
重量：40安士/1120grams,厚度：7/16寸/17mm。

4. Quantity: To be verified by installer.
数量：将由安装者确认。

5. Reinforced spun bonded polypropylene inner liner for dimentional stability. 
加强纺织结合聚丙烯内衬尺寸坚固。

6. Materials must be non-allergenic and odorless.
材料必须防敏感及无味。

7. Materials must be moisture and milldew resistant.
材料必须含防潮湿及防霉功能。

8. Materials must meet or exceed all required codes. If applicable codes do not address carpet pad 
it must at minimum meet ASTM E-84 Class "B", pass Flammability Pill Test DOC-FF-1-70, 
and Smoke Density Test (NBS).
材料必须符合或超越所有条例。如果所含的条例并没清楚说明并配合地毯垫，它最少必
须符合ASTM E-84 Class “B”,并已经通过防火测验DOC-FF-1-70,及Smoke Density 
Test(NBS)。

9. Carpet Pad must be permanently mothproofed, moisture and mildew proof, non-staining, non-
allergic, non-dusting and odor free.
地毯衬垫必须永久性防蛾，防潮湿，防霉，防污，防敏感，防灰尘，防异味。

10. Manufacturer must provide installer with three - 11"X17" / A3 minimum size sample for 
confirmation of proper product for installation method prior to shipment of product.
运输前, 制造商必须提供安装者最少3个11" x 17"/A3的正确安装样板。
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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description描述: Custom Area Rug Inset @ Living Room.

2. Dimensions: 4460mm L x  4350mm W. Custom shape to be measured and verified on site. 
Fabricator to confirm with measurements on site.
整体尺寸: 大約4460mmLx4350mmW. 必須於現場確認訂制尺寸. 制造商需於現場確定尺寸

3. Refer to SFX-283 for carpet pattern. Pattern to be further developed with carpet designer before 
manufacture.
有关设计概念，参阅SFX-283.圖案在制造前需與設計師進一步設計.

4. Construction制造工程: Hand Tufted Inset, Cut Pile.

5. Colour References顏色: Final selections to be confirmed in design development stage.

6. Yarn Count毛綫厚度: 1/82 Dewsbury.

7. Yarn Content毛綫內容: 80% Wool, 20% Nylon.

8. Pitch per 10cm: 24.
一定点型距: 24.

9. Pile Height毛绒高度: 10mm (after shear)

10. Pile Weight毛絨重量: 72 ozs per sq.yd.

11. Primary Backing主要完飾面: Cotton 67%, Polyester 33%.

12. Secondary Backing次要完飾面: Cotton Mesh.

13. Backing Finish: Fray resistant latex compound.
底部完飾面：抗磨損乳膠混合物.

最终的后援：1

14. Finish Treatments: Moth and mildew proofed. Must be treated for soil and stain repellency.
饰面处理：要有永久防蛀，防霉，防垢，防尘，防过敏的功能。

15. Edges: Bound with whipping. Binding tape is not acceptable.
角：缠绕的绑住边际。不可用捆绑胶带。

16. Suitability: Heavy Contract Use.
适合度：高耐用。
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17. Quantity: Must be verified by installer.
数量: 必須由安裝商確認.

18. Refer to floor plans for exact location and sizes.
正確位置及尺寸參閱平面圖紙.

19. This is a HBA custom coloured pattern copyrighted for the exclusive use of this project.
这是ＨＢＡ定做设计的样板权，只供特殊的项目使用。

20. Manufacturer to verify quantity and dimensions with contractor.
制造商必須與承包商確認数量及尺寸.

21. Manufacturer must provide HBA with coloured renderings of all patterns and must also provide 
yarn samples of each colour yarn for approval prior to fabrication.
制造前,制造商必须提供ＨＢＡ各样图案的彩色样板及各毛线的毛线颜色，好让ＨＢＡ批
准。

22. Manufacturer to provide HBA with strike-off sample of each pattern for approval prior to 
fabrication.
制造前, 制造商必须提供ＨＢＡ各样图案的最后样板，好让ＨＢＡ批准。

Issued: 17-Dec-10

Project

Crowne Plaza He Fei
Area:

Presidential Suite

Item:

Area Rug Inset @ Living 

Project
5908

SF-283

Qty.
1 Each

Item 
No.



Issued: 17-Dec-10

Project

Crowne Plaza He Fei
Area:

Presidential Suite

Item:

Area Rug Inset @ Living 

Project
5908

By

Scale

TK

NTS

SFX-283
Item 
No.



Rep. Or Equal

 

Mfg. To Be Confirmed

 

 

 

SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description描述: Custom Area Rug Inset @ Dining Room.

2. Dimensions: 3750mm DIA. Custom shape to be measured and verified on site. Fabricator to 
confirm with measurements on site.
整体尺寸: 大約3750mm DIA. 必須於現場確認訂制尺寸. 制造商需於現場確定尺寸

3. Refer to SFX-284 for carpet pattern. Pattern to be further developed with carpet designer before 
manufacture.
有关设计概念，参阅SFX-284.圖案在制造前需與設計師進一步設計.

4. Construction制造工程: Hand Tufted Inset, Cut Pile.

5. Colour References顏色: Final selections to be confirmed in design development stage.

6. Yarn Count毛綫厚度: 1/82 Dewsbury.

7. Yarn Content毛綫內容: 80% Wool, 20% Nylon.

8. Pitch per 10cm: 24.
一定点型距: 24.

9. Pile Height毛绒高度: 10mm (after shear)

10. Pile Weight毛絨重量: 72 ozs per sq.yd.

11. Primary Backing主要完飾面: Cotton 67%, Polyester 33%.

12. Secondary Backing次要完飾面: Cotton Mesh.

13. Backing Finish: Fray resistant latex compound.
底部完飾面：抗磨損乳膠混合物.

最终的后援：1

14. Finish Treatments: Moth and mildew proofed. Must be treated for soil and stain repellency.
饰面处理：要有永久防蛀，防霉，防垢，防尘，防过敏的功能。

15. Edges: Bound with whipping. Binding tape is not acceptable.
角：缠绕的绑住边际。不可用捆绑胶带。

16. Suitability: Heavy Contract Use.
适合度：高耐用。
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17. Quantity: Must be verified by installer.
数量: 必須由安裝商確認.

18. Refer to floor plans for exact location and sizes.
正確位置及尺寸參閱平面圖紙.

19. This is a HBA custom coloured pattern copyrighted for the exclusive use of this project.
这是ＨＢＡ定做设计的样板权，只供特殊的项目使用。

20. Manufacturer to verify quantity and dimensions with contractor.
制造商必須與承包商確認数量及尺寸.

21. Manufacturer must provide HBA with coloured renderings of all patterns and must also provide 
yarn samples of each colour yarn for approval prior to fabrication.
制造前,制造商必须提供ＨＢＡ各样图案的彩色样板及各毛线的毛线颜色，好让ＨＢＡ批
准。

22. Manufacturer to provide HBA with strike-off sample of each pattern for approval prior to 
fabrication.
制造前, 制造商必须提供ＨＢＡ各样图案的最后样板，好让ＨＢＡ批准。
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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description: Custom Wall to Wall Carpet @ Study.

2. Dimensions: Custom shape to be measured and verified on site. Fabricator to confirm with 
measurements on site.
尺寸: 制造商必須於現場確認每間房間地毯訂製尺寸. 安裝商須在制作前於現場確認所有
尺寸.

3. Refer to SFX-285 for carpet pattern. Pattern to be further developed with carpet designer before 
manufacture.
有关设计说明, 参阅SFX-285. 地毯製作前; 訂製的图案須與HBA及施工商作深入设计。

4. Colour References: Final selections to be confirmed in design development stage.
施工商需與HBA再次確定最終設計的色紗挑選.

5. Construction: Axminister.
製作: 阿克明斯特机制地毯.

6. Yarn Content毛线內容: 80% Wool, 20% Nylon.

7. Yarn Count毛线厚度: 660/2 Tex (2/47s Dewsbury).

8. Pitch per Inch针距: 7.

9. Rows per Inch行距: 9.

10. Pile Height绒高度: Approx. 7.9mm.

11. Pile Weight绒重量: Approx. 42 ozs per sq.yd.

12. Backing背衬:  Polyester多元酯, Polypropylene聚丙烯, Jute麻纤.

13. Backing Coating背衬塗層: Fray Free Latex.

14. Insect Resistance防虫: Fully Mothproofed.

15. Finish Treatments完飾材料: Moth and mildew proofed. Must be treated for soil and stain 
repellency.

16. Edges边緣: Bound with whipping. Binding tape is not acceptable.

17. Suitability: Heavy Contract Use. 
适合度：很耐用。

18. Quantity:  Must be verified by installer.
数量：装设者所确认的。
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19. Fire Hazard Classification:  Must meet or exceed all required local codes for specified country.
火灾危性分级：要符合或胜过所有所需的本地条例。

20. Refer to floor plans for location, design and details.
正确的位置,设计与详图请看平面图。

21. Carpet is to be used as area carpet.  Serge whip edges of carpet with yarn matching field color 
of carpet.  Color to be approved by HBA.
地毯是用在地毯区域。地毯的角以设计师所提供的颜色采用合适的毛线用毛哔叽做。颜
色将由HBA批准。

22. Manufacturer must provide HBA with colored rendering of all patterns, yarn samples of each 
color yarn for approval prior to production. 製造前, 製造商必須提供 HBA 各样图案的彩色
样板及各毛线的毛线顏色, 好让ＨＢＡ批准。

23. Manufacturer to provide seaming diagrams to HBA for approval prior to production.
制造商在生产前必须提供相关图表给与HBA，好让ＨＢＡ批准。

24. Manufacturer must provide in-scale artwork and strike-off sample of each pattern for HBA 
approval prior to fabrication.
制造前, 制造商必须提供ＨＢＡ各样图案的样板，好让ＨＢＡ批准.

25. This is a HBA custom coloured pattern copyrighted for the exclusive use of this project.
此設計為HBA為本項目所做的專屬地毯設計; HBA為此訂製地毯(顏色, 圖案)版權所有.
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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description描述: Custom Area Rug Inset @ Master Bedroom.

2. Dimensions: 4300mm L x 3400mm W. Custom shape to be measured and verified on site. 
Fabricator to confirm with measurements on site.
整体尺寸: 大約4300mmLx3400mmW. 必須於現場確認訂制尺寸. 制造商需於現場確定尺寸

3. Refer to SFX-286 for carpet pattern. Pattern to be further developed with carpet designer before 
manufacture.
有关设计概念，参阅SFX-286.圖案在制造前需與設計師進一步設計.

4. Construction制造工程: Hand Tufted Inset, Cut Pile.

5. Colour References顏色: Final selections to be confirmed in design development stage.

6. Yarn Count毛綫厚度: 1/82 Dewsbury.

7. Yarn Content毛綫內容: 80% Wool, 20% Nylon.

8. Pitch per 10cm: 24.
一定点型距: 24.

9. Pile Height毛绒高度: 10mm (after shear)

10. Pile Weight毛絨重量: 72 ozs per sq.yd.

11. Primary Backing主要完飾面: Cotton 67%, Polyester 33%.

12. Secondary Backing次要完飾面: Cotton Mesh.

13. Backing Finish: Fray resistant latex compound.
底部完飾面：抗磨損乳膠混合物.

最终的后援：1

14. Finish Treatments: Moth and mildew proofed. Must be treated for soil and stain repellency.
饰面处理：要有永久防蛀，防霉，防垢，防尘，防过敏的功能。

15. Edges: Bound with whipping. Binding tape is not acceptable.
角：缠绕的绑住边际。不可用捆绑胶带。

16. Suitability: Heavy Contract Use.
适合度：高耐用。
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17. Quantity: Must be verified by installer.
数量: 必須由安裝商確認.

18. Refer to floor plans for exact location and sizes.
正確位置及尺寸參閱平面圖紙.

19. This is a HBA custom coloured pattern copyrighted for the exclusive use of this project.
这是ＨＢＡ定做设计的样板权，只供特殊的项目使用。

20. Manufacturer to verify quantity and dimensions with contractor.
制造商必須與承包商確認数量及尺寸.

21. Manufacturer must provide HBA with coloured renderings of all patterns and must also provide 
yarn samples of each colour yarn for approval prior to fabrication.
制造前,制造商必须提供ＨＢＡ各样图案的彩色样板及各毛线的毛线颜色，好让ＨＢＡ批
准。

22. Manufacturer to provide HBA with strike-off sample of each pattern for approval prior to 
fabrication.
制造前, 制造商必须提供ＨＢＡ各样图案的最后样板，好让ＨＢＡ批准。
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SPECIFICATION

MUST BE OF CONTRACT QUALITY AND SUITABLE FOR COMMERCIAL 
USE.  FABRICATION TO BE IN ACCORDANCE WITH HBA PREAMBLES 
(www.hbadesign.com/preambles.html) AND AS FOLLOWS:

1. Description描述: Custom Area Rug Inset @ Master Lounge.

2. Dimensions: 4300mm L x 4100mm W. Custom shape to be measured and verified on site. 
Fabricator to confirm with measurements on site.
整体尺寸: 大約4300mmLx4100mmW. 必須於現場確認訂制尺寸. 制造商需於現場確定尺寸

3. Refer to SFX-286 for carpet pattern. Pattern to be further developed with carpet designer before 
manufacture.
有关设计概念，参阅SFX-286.圖案在制造前需與設計師進一步設計.

4. Construction制造工程: Hand Tufted Inset, Cut Pile.

5. Colour References顏色: Final selections to be confirmed in design development stage.

6. Yarn Count毛綫厚度: 1/82 Dewsbury.

7. Yarn Content毛綫內容: 80% Wool, 20% Nylon.

8. Pitch per 10cm: 24.
一定点型距: 24.

9. Pile Height毛绒高度: 10mm (after shear)

10. Pile Weight毛絨重量: 72 ozs per sq.yd.

11. Primary Backing主要完飾面: Cotton 67%, Polyester 33%.

12. Secondary Backing次要完飾面: Cotton Mesh.

13. Backing Finish: Fray resistant latex compound.
底部完飾面：抗磨損乳膠混合物.

最终的后援：1

14. Finish Treatments: Moth and mildew proofed. Must be treated for soil and stain repellency.
饰面处理：要有永久防蛀，防霉，防垢，防尘，防过敏的功能。

15. Edges: Bound with whipping. Binding tape is not acceptable.
角：缠绕的绑住边际。不可用捆绑胶带。

16. Suitability: Heavy Contract Use.
适合度：高耐用。
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17. Quantity: Must be verified by installer.
数量: 必須由安裝商確認.

18. Refer to floor plans for exact location and sizes.
正確位置及尺寸參閱平面圖紙.

19. This is a HBA custom coloured pattern copyrighted for the exclusive use of this project.
这是ＨＢＡ定做设计的样板权，只供特殊的项目使用。

20. Manufacturer to verify quantity and dimensions with contractor.
制造商必須與承包商確認数量及尺寸.

21. Manufacturer must provide HBA with coloured renderings of all patterns and must also provide 
yarn samples of each colour yarn for approval prior to fabrication.
制造前,制造商必须提供ＨＢＡ各样图案的彩色样板及各毛线的毛线颜色，好让ＨＢＡ批
准。

22. Manufacturer to provide HBA with strike-off sample of each pattern for approval prior to 
fabrication.
制造前, 制造商必须提供ＨＢＡ各样图案的最后样板，好让ＨＢＡ批准。
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